
Titan E-Flex  Technical Specifications 1

Titan E-Flex

RELIABLE VAPOR RECOVERY.

WE'RE BUILT

FOR IT.
WE'RE BUILT

FOR IT.
WE'RE BUILT

FOR IT.
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WHY IT MATTERS

The Titan E-Flex is a 100hp electric reciprocating wellhead compressor with 
a Variable Frequency Drive (VFD) and low-voltage control panel. Available in 
Medium Pressure (MP), High Pressure (HP), and High Flow (HF) versions, it’s 
built to run where oil-flooded screws fall short.

Vapor recovery should be a win, capture vapors, create 
revenue, cut flaring. In practice, it brings risk.

handles high-BTU gas without contamination.

metered blanket gas eliminates oxygen risk.

keeps the system online without constant oversight.

THE CHALLENGE

Pulling on tanks can introduce oxygen into the system.

High-BTU vapor is tough to operate above dew point.

Oil-flooded screws contaminate systems instead of 
solving the problem.

THE TITAN E-FLEX ADVANTAGE

Water-Jacket Cooled Reciprocating Design

Advanced Controls

Automated Bypass

TURN VAPORS INTO REVENUE1

REDUCE EMISSIONS AND FLARING2

PROTECT YOUR SYSTEM WITH 
PROVEN TECHNOLOGY

3
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100HP Electric Reciprocating Compressor

MP, HP, and HF Versions

Variable Frequency Drive (VFD)

Modern Low-Voltage Control Panel

Automated Bypass Function

Water-Jacket Cooled for High-BTU Reliability

QUICK SPECS

PERFORMANCE

DISCHARGE (PSIG)

50 psi 75 psi 100 psi 150 psi 200 psi 300 psi 400 psi
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-10 50
-5 150 134 114
0 273 251 229 189
5 394 370 347 303 263

10 516 490 466 420 378 299
20 761 732 707 658 610 530 490
30 1007 977 950 900 710 650 580
40 1223 1195 1130 910 708 542
50 1470 1440 1186 951 705 678
60 1686 1396 1125 842 710
65 1810 1500 1211 900 770

T I TA N E-F L E X M P 475 P S I

Elevation 1500ft
Gas 0.72 SG
Valve Spacers 7-0 6-0 5-0 4-0 4-1

DISCHARGE (PSIG)

150 psi 200 psi 250 psi 300 psi 400 psi 500 psi 600 psi

S
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)

10 269 226
20 441 398 353
25 532 485 440 396 313 209
30 622 576 526 482 396 287
35 712 661 614 486 412 366 287
40 802 750 601 561 485 383 366
45 895 840 677 636 465 452 381
50 982 798 754 593 527 522 450
55 1074 874 830 656 589 494 433
60 1165 951 756 720 520 553 491
65 1256 1029 819 784 572 488 438
70 1348 1107 884 847 622 538 486

T I TA N E-F L E X H P 650 P S I
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THE NEXT STEP? Put a Titan E-Flex in the field. See the difference for yourself.

DISCHARGE (PSIG)

50 psi 75 psi 100 psi 125 psi

S
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-10 100
-5 234 213 150
0 397 374 353 310
5 562 537 541 460

10 728 702 678 645
15 894 867 825
20 1061 1033 1010
25 1395 1200

T I TA N E-F L E X H F 150 P S I



HOW CAN WE 
MAXIMIZE YOUR 
PRODUCTION?

7compression.com

sales@7compression.com

Office   903.630.5339

Headquarters/Manufacturing 
5636 Shirley Dr.
Tyler, TX 75708

Oklahoma City DC
9505 W. Reno Ave.
Oklahoma City, OK 73127


